PLO\S\*\'- One

L)

Check for
updates

E OPEN ACCESS

Citation: Jayaram RS, Saravanamuthukumar P,
Abdullah AB, Krishnamoorthy R, Kunar S,
Yong X, et al. (2025) Machine learning driven
optimization of compressive strength of 3D
printed bio polymer composite material. PLoS
One 20(8): e0330625. https://doi.org/10.1371/
journal.pone.0330625

Editor: Dola Sundeep, IIIT Kurnool: Indian
Institute of Information Technology Design and
Manufacturing Kurnool, INDIA

Received: April 17, 2025
Accepted: August 4, 2025
Published: August 28, 2025

Copyright: © 2025 Jayaram et al. This is an
open access article distributed under the terms
of the Creative Commons Attribution License,
which permits unrestricted use, distribution,
and reproduction in any medium, provided the
original author and source are credited.

Data availability statement: All relevant data
are within the manuscript.

Funding: This research was funded by the
Guangxi Science and Technology Program
under Grant No: AA24010001 awarded to Xu

RESEARCH ARTICLE

Machine learning driven optimization of
compressive strength of 3D printed bio polymer
composite material

R. S. Jayaram', P. Saravanamuthukumar?*, Ahmad Baharuddin Abdullah?,
Ramalingam Krishnamoorthy?3, Sandip Kunar4, Xu Yong®5*, S. Prabhakar®*

1 Department of Mechanical Engineering, Amrita Vishwa Vidyapeetham, Nagercoil, Tamil Nadu, India,

2 School of Mechanical Engineering, Engineering campus, Universiti Sains Malaysia, Nibong Tebal,
Penang, Malaysia, 3 Department of Sustainable Engineering, Saveetha School of Engineering, Saveetha
Institute of Medical and Technical Sciences, Chennai, Tamil Nadu, India, 4 Department of Mechanical
Engineering, Aditya University, Surampalem, Andhra Pradesh, India, 5 School of Artificial Intelligence
and Smart Manufacturing, Hechi University, Yizhou, China, 6 School of Mechanical Engineering, Wollo
University, Dessie, Ethiopia

* prabhakar@kiot.edu.et (SP); p_saravanamuthukumar@student.usm.my (PS); xuyong@hcnu.edu.cn (XY)

Abstract

3D printing has brought significant changes to manufacturing sectors, making it pos-
sible to produce intricate, multi-layered designs with greater ease. This study focuses
on optimizing the compressive strength (CS) of functionally graded multi-material
(PLA/AImond Shell Reinforced PLA) which is fabricated with the aid of the FFF pro-
cess, a widely used additive manufacturing technique. Six different machine learning
models (ML) were utilized to estimate CS using key process parameters, namely
print speed (PS), layer height (LH), and printing temperature (PT). Among six ML
models, Polynomial Regression (PR) performed best, with an R? of 0.88 and the low-
est error metrics (MAE=1.38, RMSE =1.9, MSE =3.6). SHAP analysis indicated that
PS is the most influential parameter, followed by LH. PR predicted optimal parame-
ters (PS=19mm/s, LH=0.1mm, PT=216°C) and yielded a predicted CS of 36 MPa,
which was experimentally validated as 34.8 MPa with a low error of 3.44%. Also, the
PR outperformed the traditional Taguchi method, which predicted a CS of 33.74 MPa,
showing a 7.5% improvement and lower error. This demonstrates that PR-based ML
optimization offers better accuracy and improved mechanical performance, making
these FGMs suitable for various consumer applications.

1. Introduction

3D printing, or Additive Manufacturing (AM), refers to a contemporary method of
producing parts by building them in successive layers guided by a digital model. AM
methods are known to be adaptable and flexible in their designs and can be tailored
for a myriad of industrial applications [1,2]. Among the various types of methods of
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